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[MonnaekoBUi KnanaH 5-Tn
LWMAIHTOBWUM i3 LUTAaMMOBAHOI NlaTyHi

5 split pins float valve in pressed brass.

Kyna npopaeTbca okpemo
Ball can be purchased separately.

HanBHa unctoBa 06pobka
Available finishing

HIKESTb
NICKEL

HanpeweBLiow cepep Halwvix NOMNIaBKOBKX KfanaHiB € 5-TW WNAiHTOBa
mMogenb 3 po3mipamu 3/8"G Ta 1/2"G. 3aBAAKK CBOIM po3mipam KnanaH
nigxoauTb AnNA HeBenuKkux 6aukiB. BiH 3'egHyeTbcAa 3 Kynelo 3a
gonomoru pisbbu 1/4"W. TakoX B HasBHOCTI € mogeni 3 cignom 3
HepxaBitouoi ctani AISI 304, npuaaTHi ANA >KOPCTKOI Ta arpecmBHOl
BoAu. Ha Bci getani 3 naTyHi HAaHEeCeHO HikenieBe NOKPUTTA.

The cheapest among our float valves is the 5 split pins in measures 3/8'G and 1/2'G.

For its size is fit for small tanks, it is connected to the ball through 1/4"W thread. TexHiuHi XxapaKTepucTnku Technical informations
Also available with the seat made of stainless steel AlSI 304, suitable for hard and - MakcumanbHui po6oumi TUeK - Maximum recommended working pressure
corrosive water. All the brass components are nickel plated. 5 6ap. 5bar.
+ MakcumanbHa Temnepatypa Boaun 80°C. - Maximum recommended working
temperature 80°C.
* Matepianu: CW617N UNI EN 12165 « Materials: CW617N UNI EN 12165 -
-CW614N UNIEN 12164 - CW614N UNIEN 12164 -
CW508L UNIEN 12166 - AISI 430 - CW508L UNIEN 12166 - AlSI 430 -
NBR. NBR.
Mip 3amoBneHHs: cigno AlSI 304. On request: seat AlSI 304.

NONJIABKOBI KNTAMAHU TA KyJll
FLOAT VALVES AND BALLS
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JlocTynHi apTukynu

510/1 @3/8'G-1/2"G

Bakuii, Cipno naTyHHe, WTaHra
natyHHa @ 5 MM, BOBXWHa 175 mMm,
pi3bba 1/4 W cTaHAapTHOro Tuny.

510/2 @3/8'G-1/2"G

BakuiA, Cipno naTyHHe, WTaHra
natyHHa @ 5 Mm, oBX1Ha 200 MM,
pi3bba 1/4 W posroro tuny.

510/3 @3/8'G-1/2"G

Bakuia, Cipno naTyHHe, WTaHra
natyHHa @ 5 MM, JOBXMHa 285 MM,
pi3bba 1/4 W eKcnopTHOro Tumy.

510/4 @3/8'G-1/2"G

BaKkuia, Cipno 3 HepX. cTani, lWraHra
natyHHa @ 5 MM, JOBXMHa 175 MM,
pi3bba 1/4 W cTaHgapTHOro TUny.

Available items
510/1 @3/8°G-1/2'G

Heavy, brass seat, @ 5 mm. brass rodlength
175 mm. 1/4 W thread - normal type.

51012 ©3/8'G-1/2'G
Heavy, brass seat, @ 5 mm. brass rod length
200 mm. 1/4 W thread - long type.

510/3 @3/8'G-1/2'G
Heavy, brass seat, @ 5 mm. brass rod length
285 mm. 1/4 W thread - export type.

510/4 @3/8'G-1/2'G

Heavy, stainless steel seat, @ 5 mm. brass
rod length 175 mm. 1/4 W thread -
normal type.

[octynHi apTukynn

510/5 @3/8'G-1/2"G

Bakkuia, Cipno 3 Hep. CTani, lTaHra
natyHHa @ 5 MM, oBX1Ha 200 MMm,
pi3bba 1/4 W cTaHAapTHOro Tvny.

510/6 @3/8'G-1/2'G

Bakkuia, Cipno 3 HepK. CTani, lTaHra
naTyHHa @ 5 MM, lOBXM1Ha 285 MM,
pi3bba 1/4 W ekcnopTHOro Tuny.

510/7 @3/8'G-1/2'G
Baxkumn, cigno natyHHe, wraxra AlSI
430 nnacka 2x12x220 mm.

510/8 @3/8'G-1/2"G
Bakkuia, cipno natyHHe, wraxra AlSI
430 nnacka 2x12x220 mm.

PexomeH008aHA KyNA
Recommended dimensions ball

lFabapumui po3mipu
Overall dimension
i / mm Mnactuk

Apr./ Art. @ A B C D E F "3 Ei} Plastic
510/1-510/4  3/8'G 70 32 175 38 75 250 v© 100 @90
510/2-510/5  3/8'G 70 32 20 38 75 25 v 100 @29
510/3-510/6  3/8'G 70 32 285 38 75 355 v 100 @990
510/7-510/8  3/8'G 0 32 20 - 750295 v 100 @120
510/1-510/4  1/2'G 70 32 175 38 75 250 v© 100 @990
510/2-510/5  1/2'G 70 32 200 38 75 25 v 100 @9
510/3-510/6  1/2'G 70 32 285 38 75 355 v 100 @990
510/7-510/8  1/2'G 0 32 20 - 750295 v 100 @120

MOMJIABKOBI KNIAMAHU TA KyJll
FLOAT VALVES AND BALLS

Minb
Copper
&85-90
285-90
285-9%0
@120
285-90
285-90
285-9%0

Hepx. cTanb
Stainless steel

@90
@90
@90
2130
@90 w
@90
@90

Available items

510/5 93/8G-1/2'G

Heavy, stainless steel seat, @ 5 mm. brass
rod length 200 mm. 1/4 W thread -

long type.

510/6 93/8G-1/2'G

Heavy, stainless steel seat, @ 5 mm. brass
rod length 285 mm. 1/4 W thread -
export type.

510/7 93/8G-1/2'G
Heavy, brass seat, AlSI 430 flat rod
2x12x220 mm.

510/8 93/8'G-1/2'G
Heavy, stainless steel seat, AlSI 430 flat rod
2x12x220 mm.

2120 @130

’ made in ltaly, made in F.A.R.G.






